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SCA Guideline
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2 Introduction

The present document describes how to consult, read, write, save, open and restore a Roger Covert C (all variants)
configuration.

To perform read, write and restore, it's required that a Roger Covert C (any variants) is connected to your computer
with the USB cable provided along the device.
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3 Consult configuration

Consult a Roger Covert C (all variants) configuration without having a device connected

1. Click on "Roger Covert C / Dual C Configuration”

SCA Device Support -0 X

T Roger Covert C / Dual C English (English) ¥

! & Configuration b
How to use SCA

! Roger Earpiece C

& configuration Security Configuration Application (SCA) is designed to configure and update the firmware
of the following devices:

& Roger Remote C / Dual C - Roger Covert C (all variants).

configuration - Roger Earpiece C.

- Remote Control C.
SCA is a standalone program which doesn't requires an internet connection to operate. The

e"—’ Firmware update latest firmware versions are included in the downloadable package available on-line
(www.phonak-roger-security.com) — please download the latest version of SCA before
upgrading your devices.

H n am o H
2. Then click on "Edit" in the pop-up window
SCA Device Support —aox

A

&
B

o’
SUPPORT

OE
GE
e\.
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Roger Covert C / Dual C
Configuration

Roger Earpiece C
configuration

Roger Remote C/ Dual C
configuration

[ (& Open ].Lésave ]

Firmware update

How to use SCA

Parameters description

Help & contact

SCA

Preparation

Please switch on your Roger Covert C/ Dual C unit and plug it into a USB port on this computer.
Press Continue to launch detection of this device and save/edit device's parameters afterwards.

Press Edit if you just want to edit your device's parameters.

Continue ][ Edit {i[ Cancel ]

Print
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3. Alist of parameters with default values will be displayed in the SCA fields

S% Device Support —0OXx
T Roger Covert C / Dual C [ (& Open ] Elsave ] [ & write ] [ Restore
! % Configuration

Client first name [ ]
[ Roger Earpiece C
& configuration Client name [ ]
& Roger Remote C / Dual C Bluetooth Device Name [ Roger Covert C ]
configuration
Microphane sensitivity (®) normal {default) ) high
(]
90 Firmware update Rx beep
Volume adjustment beep v
SUPPORT
— Vibrator control %]
0' How to use SCA
Tone feedback O
)= Parameters description . . _
Tone delay ) os" (@) 1" (default) 2"
e‘- Help & contact Default priority channel (®) CH1 (default) () cH2
Simultaneous beep O
Wired output level (®) 0dB (default) O -3d8 (O -6dB () -5dB () -12de
Bluetooth %]
Bluetooth PTT command (8) None (default) (O) STP/SC series (") TPH900
Push To Talk CH1 v
Push To Talk CH2 4

End of call notification

Product name

4. To continue with another operation, refer to dedicated section of this document
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4 Read configuration

Read a Roger Covert C (all variants) device configuration

1. Click on "Roger Covert C / Dual C Configuration”

SCA Device Support

= I 4
T Roger Covert C / Dual C English (English) ¥
! & Configuration b
How to use SCA
! Roger Earpiece C
& configuration Security Configuration Application (SCA) is designed to configure and update the firmware
of the following devices:
& Roger Remote C / Dual C - Roger Covert C (all variants).
configuration - Roger Earpiece C.
- Remote Control C.
SCA is a standalone program which doesn't requires an internet connection to operate. The
e"—’ Firmware update latest firmware versions are included in the downloadable package available on-line
(www.phonak-roger-security.com) — please download the latest version of SCA before
upgrading your devices.
. n . " .
2. Then click on "Continue” in the pop-up window
SCA Device Support —Ox

I Roger Covert C / Dual C
! % Configuration

41 Roger Earpiece C

cenfiguration

& Roger Remote C / Dual C

cenfiguration

[ (& Open ][_Qsave ]

[ B write ][ (5] Restore

-
o ? Firmware update

SUPPORT

OE How to use SCA

e= Parameters description

e" Help & contact

SCA

Preparation

Please switch on your Roger Covert C/ Dual C unit and plug it into a USB port on this computer.
Press Continue to launch detection of this device and save/edit device’s parameters afterwards,

Press Edit if you just want to edit your device's parameters.

[Continqlsj[ edit || cancel |
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3. The device parameters will be read and displayed in the SCA fields

LA

&
&

©°
SUPPORT

o-:
e-:
o'..

SCA Device

Support

Roger Covert C / Dual C
Configuration

Roger Earpiece C
configuration

Roger Remote C / Dual C
configuration

Firmware update

How to use SCA

Parameters description

Help & contact

[ [ Open

] [ﬁsav&

J

Client first name

Client name

Bluetooth Device Name

Microphone sensitivity

Rx beep

Volume adjustment beep

Vibrator control

Tone feedback

Tone delay

Default priority channel

Simultaneous beep

‘Wired output level

Bluetooth

Bluetooth PTT command

Push To Talk CH1

Push To Talk CH2

End of call notification

Product name

[ & write

] [ Restore

[Jchn

l

[ Doe

l

[JDfHeadset

l

(®) normal {default)

O

0 X ®

®) CH1 (default)

®) 0dB (default)

None (default)

0.5" (@) 1" (default)

(O high

O 2

() STB/SCseries

o

() TPHS00D

@

-12de

—0OXx
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5 Write configuration

Write Roger Covert C (all variants) with parameters as currently displayed in fields. (Note: Read-only parameters

will not be written).

1. Once the parameters have been set to your preference, click on write

SCA Device Support —Oox
fly  Roger CovertC/Dual C [ G@open [ Bisae | [ B wiite hj [ Drestore
'% Configuration

Client first name [ John }
| Roger Earpiece C
& configuration Client name [ Doe }
& Roger Remote C / Dual C Bluetooth Device Name l 1D_Headset }
configuration
Microphone sensitivity (@) normal (default) O high
O
eo Firmware update Rx beep
Volume adjustment beep v
SUPPORT
— Vibrator control M
~ How to use SCA
Tone feedback O
= Parameters description . . .
Tone delay ) os" (®) 1" (default) 2"

2. Then click on "Continue” in the pop-up window

SCA  Device

&

Support

Roger Covert C / Dual C
Configuration

Roger Earpiece C
configuration

!
& Roger Remote C / Dual C

configuration

Firmware update

How to use SCA
Parameters description

Help & contact

—-0OXx
[mopen | [ Bswe ] (B (Betas ]
Client first name [ John ]
Client name [ Doe ]
Bluetooth Device Name l 1D_Headset ]

SCA

Preparation

Please switch on your Roger Covert C/ Dual C unit and plug it inte a USB port on this computer.

Press Continue to launch the writing to the attached device.

Bluetooth PTT command

(@) None (default) () STP/SC series () TPHS0D

3. Once operation is achieved, pop-up menu will automatically close
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6 Save configuration

Save configuration, as currently displayed in fields, in a file on your storage drive.

1. Once configuration has been read form attached device or set to your preference by editing default fields,
click on “Save”

SCA Device Support -0 X

[E Roger Covert C / Dual C [ Open | I B write_| Restore Eprint_|

Configuration LS
Client first name [ ]

& Roger Earpiece C

configuration Client name [ |
& Roger Remote C / Dual C Bluetooth Device Name [ Roger Covert c |
configuration
Microphone sensitivity (®) normal (default) () high
O
@O Firmware update Rxbeep
Volume adjustment beep %
SUPPORT
Vibrator control “
0‘ How to use SCA
Tone feedback O
e_= Parameters description
Tone delay ) 05" (@) 1" (default) [ONFS

2. Then select the location where the file will be stored and give a name to your file and click "Save"

e Save As *
« v » ThisPC » Desktop » SCA v O Search 5CA »
Organize « Mew folder == - 0

& Downloads  # * MName - Date modified Type Size

|ﬂT: Documents

Mo iterms match your search.

&= Pictures b
Bond
iono_files
Privé

SCA

@ OneDrive - Sonov.

[ This PC
[ Desktop wla o
File name: | My_Configuration w
Save as type: | Parameter files (*.sca) -
~ Hide Folders Cancel
3. A file with .sca extension will be created
| & = | sca
Home Share WView
& v A > ThisPC » Desktop » SCA
MName Date modified Type Size
s Quick access B
1 Desktop || My_Configuration.sca 03.04.2018 0%:26 SCA File JKE
; Downloads

@ Documents

% % %N

| Pictures
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7 Open configuration

Open configuration file previously saved on your storage drive. Fields are updated but parameters are not applied

to Roger Covert C (all variants).

1. Once you have a configuration file stored your storage drive, you can recall it be clicking on "Open”

SCA Device

&

&
B

Support

Roger Covert C / Dual C
Configuration

Roger Earpiece C
configuration

Roger Remote C / Dual C

(o |
Client first name

Client name

Bluetooth Device Name

I [& write |Reslore

l

l

[ Roger Covert C

configuration
Microphone sensitivity (®) normal (default) () high
O
@0 Firmware update Rxbeep
Volume adjustment beep %
SUPPORT
= Vibrator control (%
o How to use 5CA
Tone feedback O
e_: Parameters description . — -
Tone delay () 05" (@) 1" (default) o2
2. Select the file you would like to open
<. Open *
M » ThisPC » Desktop » 5CA v | QO Search SCA el
Organize « MNew folder ==~ [ e
[ This PC Mame Date modified Type Size
[ Desktop |:] My_Cenfiguration.sca 03.04.2018 0%:26 SCA File S KB
E:-‘] Documents
; Downloads
J‘! Music
&= Pictures
B videos
s Windows (C)
= Home (H:)
= Pool (P:)
= Transfer (T:)
= Temp (L) vl >
File name: | My_Configuration.sca v| Parameter files (*.sca) ~
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8 Restore configuration

Restore Roger Covert C (all variants) to factory default parameters. (Note: Only the parameters on the unit are
restored — the fields values shown in the SCA will not be changed).

1. Click on "“Restore”

Lt

)
B

e—=

SCA Device Support

Roger Covert C / Dual C
Configuration

Roger Earpiece C
configuration

Roger Remote € / Dual C
configuration

Firmware update

How to use SCA

Parameters description

| @open || Bisae |

Client first name

Client name

Bluetooth Device Name
Microphone sensitivity

Rx beep

Volume adjustment beep
Vibrator control

Tone feedback

Tone delay

e | (Eime

[ 1ahn |

[ Doe |

|. Roger Covert C |

(®) normal (default) () high

) 05" @® 1" (default) o

2. Then on click on “Continue” in the pop-up window

SCA

Preparation

Please switch on your Roger Covert C / Dual C unit and plug it into 2 USB port on this computer.

Press Continue to launch the restore of the attached device.

—-0OXx

Serint |

Continue !:]3[ Cancel

3. Once operation is achieved, pop-up menu will automatically close
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9 Print configuration

Print configuration as currently displayed in fields.

1. Click on "Print"

%

I

)
B

@{J
SUPPORT

o_:
e—=

SCA Device Support

Roger Covert C/ Dual C
Configuration

Roger Earpiece C
configuration

Roger Remote € / Dual C
configuration

Firmware update

How to use SCA

Parameters description

@open || Blsave |
Client first name
Client name
Bluetooth Device Name
Microphone sensitivity
Rx beep
Volume adjustment beep
Vibrator control
Tone feedback

Tone delay

2. Select your local printer in the pop-up menu
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[ Brwrite |Restore

l

l

[ Roger Covert C

[l
v
%]

O

normal {default) O

) Ds"

@® 1" (default)

high

) gn

-

-0OXx
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